
PH-1L / PH-1LSS - 1 Litre Condensate Tank Pump
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0m – 258 litres per hour
2m – 225 litres per hour
4m – 207 litres per hour
6m – 84 litres per hour

The Package
• 1 Litre Tank Pump • 3/8" Check  

Valve • 1/4" Check Valve  
• Installation Instructions •

Features
•  High discharge head of 6 metres

•  Quiet operation

•  300ml drink cycle

•  Quality design and engineered 
product

•  One year warranty

Max. Flow

270 LPH

Tank Cap.

0.8 litre

Decibel 
Rating

43 dB(A)

Pump House presents ‘John’ 

solution. Ideal for cassette air conditioning and refrigeration dairy decks.

122mm 

134mm 
220mm 

Part Code Max. Lift Discharge 
Size

PSI Watts IP Amps Volts Hz

PH-1L &  
PH-1L-SS

6m 3/8" 9.8 75 W 20 0.64 A 240 V 50 Hz

High Level 
Alarm 

PH-1L-SS only

Inlet Height Weight Cable Length Drink Cycle On Level Reserve 
Before 

Alarm Level

Volt Free 45mm 2kg 1.8m 300ml 25.5mm 13.5mm 175ml 29mm

Related Products
Braided Hose 

Cassette Adaptors 

Non-Return Valve 1/4" 

PH-1L & 
PH-1LSS
 1 Litre  
Tank Pump
PH Family

122mm

134mm
220mm

The Pump House sales team are available to answer your questions or queries on this 
product.  Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 
an email to sales@pumph.co.uk or visit www.pumph.co.uk




